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Bl INSERTS

AVGT-MJ AVGT-AJ

AVGT060302PBER-MJ 0236  0.315 0197 0.106 0.008 0.059 e o o e e o
AVGT060304PBER-MJ 0.236 0.315 0197 0.106 0.016 0.051 e o O e e e
AVGT060308PBER-MJ 0.236  0.315 0197  0.102 0.031 0.035 e o O e e e
AVGT060302PBFR-AJ 0.236 0.315 0.197 0.106 0.008  0.059 °
AVGT060304PBFR-AJ 0.236  0.315 0197  0.106 0.016 0.051 °
AVGT060308PBFR-AJ 0.236 0.315 0.197  0.102 0.031 0.035

® First choice
Note: See page 9 for more information about grades.

Bl STANDARD CUTTING CONDITIONS

Workpiece materials Hardness Priorit Grades Chip- Cutting speed Feed per tooth
Iso P v breaker Vc (sfm) fz (ipt)
Low carbon steels + .
s - 300 HB First choice AH3135 MJ 755 - 1400 0.003 - 0.005
Carbon steel and alloy steel - 300 HB First choice AH3135 MJ 490 - 1150 0.003 - 0.005
(1055, 4140, etc.) g ‘
Prehardened steel 30 - 40 HRC First choice AH120 MJ 650 - 1020 0.003 - 0.005

(NAKSO, PX5, etc.)

Stainless steel

(S30400, XS31600, etc)) o First choice AH3135 MJ 650 - 1020 0.002 - 0.004

(No poray cast iren etc) 150 -250 HB  First choice AH120 MJ 650 - 1080 0.003 - 0.005

o apetile cast iren otc) 150 -250 HB  First choice AH120 MJ 490 - 790 0.003 - 0.005

Aluminum alloys (Si < 13%) = First choice KSO05F AJ 2130 - 3280 0.003 - 0.005
Titanium alloys (Ti-6Al-4V, etc.) = First choice AH120 MJ 150 - 230 0.002 - 0.0035

Superalloys (Inconel718, etc.) - First choice AH120 MJ 100 - 160 0.002 - 0.003

. (H13, etc) 40 - 50 HRC First choice AH120 MJ 150 - 230 0.002 - 0.003

Hardened steel
(D2, etc) 50 - 60 HRC First choice AH120 MJ 150 - 210 0.0015 - 0.0025

Note: See page 9 for more information about grades.
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