Victory™ Shoulder Milling ¢ VSM490™-15 Series

WIDIAW Recommended Starting Speeds

B Recommended Starting Speeds [SFM]

"(';‘:Ji:' WK15PM WP25PM WU35PM WP40PM WK15CM WP35CM

1 — -~ |1080 940 830 | 80 750 700 | 970 850 800 | - - - | 1490 1295 1215

2 - -~ | 90 790 660 | 720 630 530 | 820 710 590 | - - - | 90 835 755

3 - -~ |80 700 58 | 660 560 460 | 750 640 520 | - - - | 8% 755 670

4 - -~ | 740 610 490 | 590 490 390 | 670 560 440 | - - - | 625 575 525 2
5 - - _ | 610 550 490 | 490 440 390 | 560 510 440 | - - - | 85 755 690 §
6 - -~ | 540 410 330 | 430 330 260 | 490 380 300 | - - - | 525 445 360 =
1 - _ | 670 590 540 | 560 490 450 | 640 560 50 | - - - | 670 605 510 =
2 - -~ | 610 52 430 | 510 430 360 | 570 490 410 | - - - | 605 525 460

3 - -~ |40 400 310 | 380 330 260 | 430 380 300 | - - - | 475 425 375

1 |80 o0 710|750 680 600 | - - - | - - - [1380 1255 1115 | 970 870 785

2 |60 620 580 | 590 530 490 | - - - | - - - |1095 975 910 | 770 690 625

3 | 580 520 470 | 40 440 400 | - - - | - - _ |90 85 75 | 640 575 525

2 | - - -1 - - -1- - -1 - - - 1- - - 1- - -

3 - - - - - - - - - - - - - - - - - -

1 - -  _ |10 120 9 |15 100 8 |10 10 00| - - - | - - =

2 - - - |10 120 9 |15 10 8 |10 10 100 | - - - | - - -

3 - - _ |10 13 9 |15 115 8 |10 13 100 | - - - | - - -

4 - - - |23 170 120|200 150 100 | 210 160 110 | - - - |25 165 110

1 - - - - - - - - - - - - - - - - - -

NOTE: FIRST choice starting speeds are in bold type.
As the average chip thickness increases, the speed should be decreased.

B Recommended Starting Feeds [IPT] Light e Heavy
Machining Purpose Machining

Programmed Feed per Tooth (fz)
as a % of Radial Depth of Cut (ae)

Insert Insert
Geometry 5% 10% 20% 30% 40-100% Geometry
XN.U-ML .007 | .011 | .018 | .005 | .008 | .013 | .004 | .006 | .010 | .003 | .005 | .008 | .003 | .005 | .008 XN.U-ML
XN.U-MM .008 | .015 | .022 | .006 | .011 | .016 | .004 | .008 | .012 | .004 | .007 | .010 | .003 | .006 | .010 XN.U-MM

XNGU-MH .009 | .017 | .026 | .006 | .012 | .019 | .005 | .009 | .014 | .004 | .008 | .012 | .004 | .007 | .011 XNGU-MH

NOTE: Use “Light Machining” values as starting feed rate.
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