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755 OPERATING GUIDELINES

Annealed 420 125 1 260-360-460
» 0/
ponalloysteel <023%C [ nnnealed 650 190 2| 260345430
freecutting  <055%C | Quenched &Tempered | 850 250 | 3 | 260330400 | 000007 | 006008 ] .007.009 | .008.011 | 019914 | 010914
steel >=0.55%C : : : : : :
: Annealed 750 220 4 | 230-295-360
Quenched & Tempered 1000 300 5 165-230-300
Annealed 600 200 6 | 230-315-400
Lowalloy steel & cast steek 930 275 7 | 230295360 | 004.007 | .006.008 | .006.009 | .007.010 | .009.012 | .010.014
(less than 5% alloying
i) Quenched & Tempered 1000 300 8 | 165-230-300 010 on 013 014 016 018
1200 350 9 | 135-180-230
High alloy steel, cast steel, | Annealed 680 200 10 | 165230300 [ 004.006 .005.006 .006.008 .007.009 | .008.010 | .009.011
&tool steel Quenched & Tempered 1100 325 11 | 130-200265 008 007 010 01 012 013
Fenitic/martensitic 680 200 12 | 130-180-230
Stainless steel & cast — 003.005 | .005.006 | .006.007 | .006.008 | .006.008 | .007.009
stainless steel Martensitic il Gl 13 | 101802301} " oe 007 008 009 010 012
Austenitic 600 180 14 | 100-165-230
GreyCast Iron Ferritic 160 15 | 300-410-525
(GG) Pearlitic 250 16 | 265-360-460
Cast Iron Nodular Ferritic 180 17 | 300-450-600 | 005.009 | .008.011 010013 | .012.015 | .014.018 | .014.018
(GGG) Pearlitic 260 18 265-360-460 .012 .014 .016 .018 .022 .024
Fenitic 130 19 | 300-410-525
Malleable Cast Iron
Pearlitic 230 20 | 265-360-460
Not cureable 60 2 300-510-725
Aluminum - wrought alloy
Cured 100 22 | 300-510-725
Aluminum-  <=12%si | Notcureable 75 23 | 300-510-725
cast,alloyed ____ | Cured 90 24 | 300-510-725 [ 007 .011 010,013 | .012.015 | .014.017 | .016.020 | .018.022
>12%51 I tigh temperature 130 | 25 | 265400525 | 014 016 018 020 024 028
Free cutting 110 26 | 300-510-725
>1%Pb [ 90 27 | 300510725
Copper alloys
Electrolitic copper 100 28 | 300-510-725
Duro &fiber plastics 29
Non-metallic
Hard rubber 30
Annealed 200 31 100-150-200
Fe based | Cured 280 32 70-115-165
High temp alloys .001.003 | .003.004 | .004.005 | .005.006 | .005.006 | .006.007
NiorCo |Annealed 250 33 | 70115165 004 005 006 007 008 009
based | Cured 350 34 70-115-165
Cast 320 35 | 70-115-165
Titanium, T alloys Rm 400 36 [ 70115165 | 001.004 | .003.004 | .004.006 | .005.007 | .006.007 | .006.008
' Alpha+beta alloys cured | Rm 1050 37 | 70-115-165 005 006 007 008 009 010
Hardened steel Hardened SSHRC | 38 | 70115165 | 001.004 | .003.004 | .004.006 | .005.007 .006.007 | .006.008
Hardened 60HRC | 39 | 70-115-165 005 006 007 008 009 010
Chilled cast iron Cast 400 40
Cast iron nodular Hardened 55 HRC 41

liger:

* Feed Rates are based on Two Effective - DO NOT DOUBLE.
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