KZ MEGA 60 ¢ Heavy-Duty Face Milling
KENNAMETAL Recommended Starting Speeds and Feeds

Recommended Starting Speeds [m/min]

Material KC520M KC725M KCK15 KCPK30
Group
1 — - — 315 275 255 - - - 545 475 440
2 — - - 260 230 195 — - — 335 305 275
3 — - — 240 205 170 — - - 305 275 250
4 — - - 215 180 145 — - — 225 210 190
5 — - — 180 160 145 — - - 310 275 255
6 - - - 160 120 95 — — - 190 165 —
1 = = = — = = = — = = — =
2 —_ —_ —_ —_ —_ —_ —_ —_ —_ —_ —_ —_
3 = = = = = = = = = = = =
1 325 295 260 - — — 505 460 410 355 320 285
2 255 225 215 - — - 400 355 330 280 255 230
3 215 190 170 = — — 335 300 275 235 210 195
1-2 — - — - — — — - - - - —
3 — — — — — — — — — — — —
1 — — — — — — — — — — — —
2 — — — — — — — — — — — —
3 — — — — — — — — — — — —
4 — — — — — — — — — — — —
1 — — — — — — — — — — — —
2 — — — — — — — — — — — —
3 — — — — — — — — — — — —
NOTE: FIRST choice starting speeds are in bold type.
As the average chip thickness increases, the speed should be decreased.
Recommended Starting Feeds [mm] Light General Heavy
Machining Purpose Machining
Programmed Feed per Tooth (fz)
Insert as a % of Radial Depth of Cut (ae) Insert
Geometry 10% 20% 30% 40% 50-100% Geometry
.S..HD 020 [ 049 [ 079 | 015037 [ 059 | 0,13 [ 0,32 [ 051 | 0,72 [ 0,30 [ 048 | 0,12 | 0,29 | 047 .S..HD w»
NOTE: Use “Light Machining” values as starting feed rate. E
5]
&
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