TPD / EPD type

TUNGQUAD

BReplacement parts

Descriptions Parts Cat. No.
Clamping screw CSPB-2L043
Wrench IP-6DB

@) Standard cutting conditions

Brinell hardness

Work Material HB Grades Vc (SFM) fz (ipt)

Low carbon steels (1018, 8620 etc.) ~ 200 750 - 1050
High carbon steels (1045, 1055 etc.) 200 ~ 300 .002 - .004

AH725 500 - 750
lAlloyed steels (4140, 4340 etc.) 500 ~ 980
[Tool steels (H13, D2 etc.) ~ 300 350 - 440 .001 - .004
Stainless steels (304, 316 etc.) - AH140 330 - 650 .001 - .004
Grey cast irons (CLASS 25-40 etc.)

500 ~ 800 AH725 650 - 980 .002 - .005

Ductile cast irons (65-45-12 etc.)
IAluminum alloys (Si < 13%) - 1150 - 1600

TH10 .002 - .006
IAluminum alloys (Si = 13%) - 330 - 650
Nickel Alloys (Inconel 600, 706, 718. 903 Hastelloy)| - AH725 80 - 130 .001 - .003

*With large depth and width of cut, set the Vc and fz to the lower side and check for vibration and spindle load of the machine.
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