
9.37in
238.1mm

B-Axis Platter height

 13.38in
339.9mm

 

Front View

 41.63in
1057.3mm

 

17.50in
444.5mm

B-Axis Part Swing
Max part swing reduced 

at tilt angles greater than ±75°

20.37in
517.4mm

Tie-Down Slots

29.80in
756.9mm

Tie-Down Slots

.53in
13.5mm

Tie-Down Slots

9.50in
241.3mm

A-Axis Centerline

14.39in
365.5mm

A-Axis Clearance at 90

 14.30in
363.1mm

 

Top View
Platter Rotated 90° to Base

All dimensions based on stackup of sheetmetal, subject to variation of 1/2" ( 13 mm)

Front View
Platter Rotated 90° to Base

Top View

Bottom View
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1.50in+
-
.0005
.0000

38.1mm+
 
0.0127
0.0000

Thru Bore

6.30in
160.0mm

Platter Diameter

2.80in
71.1mm

Long t-Slot Length

3.95in
100.3mm

Short T-Slot Length

 60.00deg 

 1.50in
38.1mm

 

A

9.84in
250.0mm

Platter Diameter

1.50in+
-
.0005
.0000

38.1mm+
 
0.0127
0.0000

3.95in
100.3mm

Short T-Slot Length

2.80in
71.1mm

Long T-Slot Length

 60.00deg 

 1.75in
44.5mm

 

B

 .56in
14.3mm

  .38in
9.5mm

 

 .39in
9.9mm

 
 .97in

24.6mm
 

DETAIL A
SCALE 1 : 2

 .56in
14.3mm

 

 .97in
24.6mm

 

 .38in
9.5mm

 

 .39in
9.9mm

 

DETAIL B
SCALE 1 : 2

Optional 250MM Platter
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