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Model
Morse 
Taper

Dimension Weight
Max.
(lbs)

R.P.M 
Max.

Run out
(inch)GL A B b L1 L2 L3 L4 L5 C L

LC-3D50BC NO.3 23.825 34 22 10 25 38 5 72 81 8 153 881.85 4800 0.00011811

LC-4D50BC NO.4 31.267 42 22 12 36 41 6.5 83.5 102.5 10 186.5 1763.7 3800 0.00011811

LC-5D50BC NO.5 44.399 58 32 16 53 60 6.5 119.5 129.5 14 249 3527.4 3400 0.00019685

※ Customized-special production for user’s condition

※ SHAFT EXTENTION(Minimize the bite-interference)
※ Carbide Type

unit:mm/kg

D50BC-TYPE

D50 SPECIAL

※SPECIAL sizes or dimensions are available with quick turnaround 

https://ecomm.productivity.com/itemdetail/WID3 LC-3D50
https://ecomm.productivity.com/itemdetail/WID3 LC-3D50B
https://ecomm.productivity.com/itemdetail/WID3 LC-3D50BC
https://ecomm.productivity.com/itemdetail/WID3 LC-4D50
https://ecomm.productivity.com/itemdetail/WID3 LC-4D50B
https://ecomm.productivity.com/itemdetail/WID3 LC-4D50BC
https://ecomm.productivity.com/itemdetail/WID3 LC-5D50
https://ecomm.productivity.com/itemdetail/WID3 LC-5D50B
https://ecomm.productivity.com/itemdetail/WID3 LC-5D50BC

