
35www.widinus.com

Model
Morse 
Taper

Dimension Weight
Max.
(lbs)

R.P.M 
Max.

Run out
(inch)GL A B L1 L2 L3 L4 L5 C L

LC-3HDSC NO.3 23.825 36 18 27.5 40.5 5 73 81 10 154 176.37 4500 0.00011811

LC-4HDSC NO.4 31.267 38 22 32 42.5 6 80.5 102.5 14 183 176.37 4500 0.00011811

LC-5HDSC NO.5 44.399 64 30 47 56.5 10 113.5 129.5 18 243 507.06 2000 0.00019685

LC-6HDSC NO.6 63.384 86 42 60 66.5 10 136.5 182 30 318.5 1322.77 1500 0.00019685

※ Economical live center 
※ Suitable for lathe
※ Optimal RPM(below 3,800)

※ The type of thread milling
※ The resistant structure for cutting oil

unit:mm/kg

Model
Morse 
Taper

Dimension Weight
Max.
(lbs)

R.P.M 
Max.

Run out
(inch)GL A B b L1 L2 L3 L4 L5 L6 L

LC-3HDSTH-06

NO.3 23.825 36 18

6 12.6

35 40.5 5 80.5 81 161.5 121.25

3800 0.00011811

LC-3HDSTH-08 8 16.3

LC-3HDSTH-10 10 20.1

LC-3HDSTH-12 12 23.8

LC-4HDSTH-06

NO.4 31.267 38 20

6 10.1

36.2 40.5 6 84.5 102.5 187 143.3
LC-4HDSTH-08 8 13.9

LC-4HDSTH-10 10 17.6

LC-4HDSTH-12 12 21.3

LC-5HDSTH-06

NO.5 44.399 64 24

6 13.4

47 56.5 10 113.5 129.5 243 330.69
LC-5HDSTH-08 8 17.1

LC-5HDSTH-10 10 20.8

LC-4HDSTH-12 12 24.6

unit:mm/kg

HDSC-TYPE

HDSTH-TYPE

HD SPECIAL

※ Fit triple bearings  
※ Optimal RPM(below 3,800)

※SPECIAL sizes or dimensions are available with quick turnaround 

※SPECIAL sizes or dimensions are available with quick turnaround 
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